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2 Electric hotplates 
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Activation of heating signalled by an orange indicator led on the control 
panel. Hotplates equipped with automatic reset safety thermostat which 
trips in the event the appliance is switched on with an unsuitable pan or no 
pan at all. Indicator leds for verifying correct appliance operation. Available 
on 40 cm neutral cabinet with hinged door or on 40 cm open base. 
Appliance equipped with height adjustable feet in stainless steel.

Electric hob constructed in Aisi 304 stainless steel. 15/10 thick 
pressed top, designed for flush alignment. Recessed top to contain 
spills. Squared or round sealed hotplates in cast-iron with 2,6 kW 
output. 7-position selector switch for heat adjustment. 
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The specifi cations shown in this document are to be considered not binding. The company reserves the right to make technical changes at any momen

12

NOTE

- All dimensions reported on the drawing are meant with fi nished tiled-fl oor and side walls
- Main gas connections must be provided of closing gate device
- Mass connections must not use welded tubes
- Gas connections must be settled according to current rules in the country
- Electric connections must be provided of safety switch and a minimum exit wire of 1,5 meter lenght ( except 
where otherwise  required in the drawing) - All sockets must be built according to safety-rules in force. Suited for 
humid room and settled with necessary plug
- All electric connections must be provided of main switch

Width mm.:

Depth mm.:

Height mm.:

Weight kg.:

Volume m³:

Voltage: El. 

PowerkW.: 

 Gas Power (kw):

E = Electric




