
Gas Grills
40 cm Gas grill 

NEGVG72
700 line

. Evaporation of water ensures grilled food will be tender. Controls 
positioned on fixed front control panel. Heating by means of burner in 
Aisi 304 stainless steel positioned under the grille, protected by the Aisi 
316 stainless steel diffuser, easily removed for cleaning. Heat is 
adjusted by means of a safety tap with thermocouple and a pilot burner. 
Piezoelectric ignition. Appliance equipped with height adjustable feet in 
stainless steel. Scraper for grille supplied.

Gas grill constructed in Aisi 304 stainless steel. Reversible cast 
iron cooking grille. Forward sloping for cooking fatty meats, with 4 
mm elements in direct contact and drip tray for collecting grease. 
Flat for cooking fish and vegetables with circular 10 mm diameter 
elements. 135 mm tall splashguard in Aisi 304 stainless steel on 
three sides. Grease collection channel at front, easily removed for 
cleaning. Removable drawer for collecting cooking fats or holding 
water, positioned underneath the heating elements. The water 
allows the cooking fats to cool
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G = Gas Ø 1/2”

Width mm.:

Depth mm.:

Height mm.:

Weight kg.:

Volume m³:

Voltage: El. 

PowerkW.: 

 Gas Power (kw):
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NOTE 

- All dimensions reported on the drawing are meant with fi nished tiled-fl oor and side walls
- Main gas connections must be provided of closing gate device
- Mass connections must not use welded tubes
- Gas connections must be settled according to current rules in the country
- Electric connections must be provided of safety switch and a minimum exit wire of 1,5 meter lenght ( except 
where otherwise  required in the drawing) - All sockets must be built according to safety-rules in force. Suited for 
humid room and settled with necessary plug
- All electric connections must be provided of main switch




