
Gas Solid Top Ranges
Gas solid top range with gas oven 

NETG74F
700 line

 Piezoelectric ignition. Hotplate dimensions: 745x567 mm. GN 2/1 
gas oven with thermostatic control valve providing temperature 
adjustment from 50°C to 300°C.Burner with stabilized flame 
complete with pilot flame, safety thermocouple and piezoelectric 
ignition. Cooking chamber in stainless steel, dimensions 
575x650x300h mm. Oven power 8 kW. Oven bottom plate in black 
enamelled iron. Oven inner door in stainless steel with labyrinth 
seal. 40 cm neutral cabinet with hinged door. Appliance equipped 
with height adjustable feet in stainless steel. 

Solid top gas range constructed in Aisi 304 stainless steel. 
15/10 thick top, designed for flush alignment. Radiant hotplate 
in heavy gauge cast iron with fins for optimum heat diffusion 
and central bullseye. Heating by means of a high-power 
double-crown burner in cast iron (9 kW) for temperatures of up 
to 500°C in the center of the hotplate and 200 °C near the 
edges, complete with pilot burner and safety thermocouple. 
Gas supply controlled by safety tap with thermocouple. 
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NOTE 

- All dimensions reported on the drawing are meant with fi nished tiled-fl oor and side walls
- Main gas connections must be provided of closing gate device
- Mass connections must not use welded tubes
- Gas connections must be settled according to current rules in the country
- Electric connections must be provided of safety switch and a minimum exit wire of 1,5 meter lenght ( except 
where otherwise  required in the drawing) - All sockets must be built according to safety-rules in force. Suited for 
humid room and settled with necessary plug
- All electric connections must be provided of main switch

Width mm.:

Depth mm.:

Height mm.:

Weight kg.:

Volume m³:

Voltage: El. 

PowerkW.: 

 Gas Power (kw):

G = Gas Ø 1/2”
S = Drain Ø 1/2”




